
Permaglide Plain Bearings
PAPZ...P10 SERIES
� Inch dimensions
� Maintenance free
� Steel backing

PART NUMBER SHAFT
d1

inch

SHAFT
d1

mm

OD
d2

inch

OD
d2

mm

LENGTH
b

inch

LENGTH
b

mm

WEIGHT

lbs

WEIGHT

g

PAPZ 0303 P10 3/16 4.763 1/4 6.350 3/16 4.763 0.0011 0.5

PAPZ 0304 P10 3/16 4.763 1/4 6.350 1/4 6.350 0.0015 0.7

PAPZ 0306 P10 3/16 4.763 1/4 6.350 3/8 9.525 0.0022 1.0

PAPZ 0404 P10 1/4 6.350 5/16 7.938 1/4 6.350 0.0018 0.8

PAPZ 0406 P10 1/4 6.350 5/16 7.938 3/8 9.525 0.0029 1.3

PAPZ 0408 P10 1/4 6.350 5/16 7.938 1/2 12.700 0.0037 1.7

PAPZ 0506 P10 5/16 7.938 3/8 9.525 3/8 9.525 0.0035 1.6

PAPZ 0603 P10 3/8 9.525 15/32 11.906 3/16 4.763 0.0031 1.4

PAPZ 0604 P10 3/8 9.525 15/32 11.906 1/4 6.350 0.0042 1.9

PAPZ 0606 P10 3/8 9.525 15/32 11.906 3/8 9.525 0.0064 2.9

PAPZ 0608 P10 3/8 9.525 15/32 11.906 1/2 12.700 0.0084 3.8

PAPZ 0610 P10 3/8 9.525 15/32 11.906 5/8 15.875 0.0106 4.8

PAPZ 0612 P10 3/8 9.525 15/32 11.906 3/4 19.050 0.0128 5.8

PAPZ 0706 P10 7/16 11.113 17/32 13.494 3/8 9.525 0.0073 3.3

PAPZ 0708 P10 7/16 11.113 17/32 13.494 1/2 12.700 0.0097 4.4

PAPZ 0710 P10 7/16 11.113 17/32 13.494 5/8 15.875 0.0121 5.5

PAPZ 0712 P10 7/16 11.113 17/32 13.494 3/4 19.050 0.0145 6.6

PAPZ 0804 P10 1/2 12.700 19/32 15.081 1/4 6.350 0.0055 2.5

PAPZ 0806 P10 1/2 12.700 19/32 15.081 3/8 9.525 0.0081 3.7

PAPZ 0808 P10 1/2 12.700 19/32 15.081 1/2 12.700 0.0110 5.0

PAPZ 0810 P10 1/2 12.700 19/32 15.081 5/8 15.875 0.0137 6.2

PAPZ 0812 P10 1/2 12.700 19/32 15.081 3/4 19.050 0.0165 7.5

PAPZ 0814 P10 1/2 12.700 19/32 15.081 7/8 22.225 0.0192 8.7

PAPZ 0908 P10 9/16 14.288 21/32 16.669 1/2 12.700 0.0121 5.5

PAPZ 0912 P10 9/16 14.288 21/32 16.669 3/4 19.050 0.0183 8.3

PAPZ 1004 P10 5/8 15.875 23/32 18.256 1/4 6.350 0.0066 3.0

PAPZ 1008 P10 5/8 15.875 23/32 18.256 1/2 12.700 0.0134 6.1

PAPZ 1010 P10 5/8 15.875 23/32 18.256 5/8 15.875 0.0167 7.6

PAPZ 1012 P10 5/8 15.875 23/32 18.256 3/4 19.050 0.0203 9.2

PAPZ 1014 P10 5/8 15.875 23/32 18.256 7/8 22.225 0.0236 10.7

PAPZ 1204 P10 3/4 19.050 7/8 22.225 1/4 6.350 0.0108 4.9

PAPZ 1206 P10 3/4 19.050 7/8 22.225 3/8 9.525 0.0165 7.5

PAPZ 1208 P10 3/4 19.050 7/8 22.225 1/2 12.700 0.0218 9.9

PAPZ 1210 P10 3/4 19.050 7/8 22.225 5/8 15.875 0.0271 12.3

PAPZ 1212 P10 3/4 19.050 7/8 22.225 3/4 19.050 0.0326 14.8

PAPZ 1216 P10 3/4 19.050 7/8 22.225 1 25.400 0.0434 19.7

PAPZ 1412 P10 7/8 22.225 1 25.400 3/4 19.050 0.0377 17.1

PAPZ 1416 P10 7/8 22.225 1 25.400 1 25.400 0.0502 22.8

PAPZ 1608 P10 1 25.400 1-1/8 28.575 1/2 12.700 0.0284 12.9

PAPZ 1612 P10 1 25.400 1-1/8 28.575 3/4 19.050 0.0425 19.3

PAPZ 1616 P10 1 25.400 1-1/8 28.575 1 25.400 0.0568 25.8

PAPZ 1620 P10 1 25.400 1-1/8 28.575 1-1/4 31.750 0.0709 32.2

PAPZ 1624 P10 1 25.400 1-1/8 28.575 1-1/2 38.100 0.0852 38.7

PAPZ 1808 P10 1-1/8 28.575 1-9/32 32.544 1/2 12.700 0.0403 18.3

PAPZ 1812 P10 1-1/8 28.575 1-9/32 32.544 3/4 19.050 0.0604 27.4

PAPZ 1816 P10 1-1/8 28.575 1-9/32 32.544 1 25.400 0.0804 36.5



Permaglide Plain Bearings
PAPZ...P10 SERIES
� Inch dimensions
� Maintenance free
� Steel backing

PART NUMBER WEIGHT

g

WEIGHT

lbs

LENGTH
b

mm

LENGTH
b

inch

OD
d2

mm

OD
d2

inch

SHAFT
d1

mm

SHAFT
d1

inch

PAPZ 2012 P10 1-1/4 31.750 1-13/32 35.719 3/4 19.050 0.0665 30.2

PAPZ 2016 P10 1-1/4 31.750 1-13/32 35.719 1 25.400 0.0888 40.3

PAPZ 2020 P10 1-1/4 31.750 1-13/32 35.719 1-1/4 31.750 0.1111 50.4

PAPZ 2210 P10 1-3/8 34.925 1-17/32 38.894 5/8 15.875 0.0607 27.6

PAPZ 2216 P10 1-3/8 34.925 1-17/32 38.894 1 25.400 0.0972 44.1

PAPZ 2228 P10 1-3/8 34.925 1-17/32 38.894 1-3/4 44.450 0.1696 77.0

PAPZ 2416 P10 1-1/2 38.100 1-21/32 42.069 1 25.400 0.1057 48.0

PAPZ 2420 P10 1-1/2 38.100 1-21/32 42.069 1-1/4 31.750 0.1322 60.0

PAPZ 2424 P10 1-1/2 38.100 1-21/32 42.069 1-1/2 38.100 0.1586 72.0

PAPZ 2432 P10 1-1/2 38.100 1-21/32 42.069 2 50.800 0.2115 96.0

PAPZ 2616 P10 1-5/8 41.275 1-25/32 45.244 1 25.400 0.1145 52.0

PAPZ 2624 P10 1-5/8 41.275 1-25/32 45.244 1-1/2 38.100 0.1718 78.0

PAPZ 2816 P10 1-3/4 44.450 1-15/16 49.213 1 25.400 0.1476 67.0

PAPZ 2824 P10 1-3/4 44.450 1-15/16 49.213 1-1/2 38.100 0.2225 101.0

PAPZ 2832 P10 1-3/4 44.450 1-15/16 49.213 2 50.800 0.2952 134.0

PAPZ 3216 P10 2 50.800 2-3/16 55.563 1 25.400 0.1674 76.0

PAPZ 3224 P10 2 50.800 2-3/16 55.563 1-1/2 38.100 0.2511 114.0

PAPZ 3232 P10 2 50.800 2-3/16 55.563 2 50.800 0.3370 153.0

PAPZ 3240 P10 2 50.800 2-3/16 55.563 2-1/2 63.500 0.4207 191.0



Permaglide Plain Bearings
PAP...P10 SERIES
� Metric dimensions
� Maintenance free
� Steel backing
� Recommended Mounting Tolerances:

Shaft – ID<5:h6,   5�ID<80:f7,   80�ID:h8
Housing bore – OD�5.5:H6,   5.5<OD:H7

PART NUMBER SHAFT
d1

inch

SHAFT
d1

mm

OD
d2

inch

OD
d2

mm

LENGTH
b

inch

LENGTH
b

mm

WEIGHT

lbs

WEIGHT

g

PAP 0203 P10 0.079 2 0.138 3.5 0.118 3 0.0004 0.20

PAP 0205 P10 0.079 2 0.138 3.5 0.197 5 0.0007 0.30

PAP 0303 P10 0.118 3 0.177 4.5 0.118 3 0.0004 0.19

PAP 0304 P10 0.118 3 0.177 4.5 0.157 4 0.0004 0.20

PAP 0305 P10 0.118 3 0.177 4.5 0.197 5 0.0007 0.32

PAP 0306 P10 0.118 3 0.177 4.5 0.236 6 0.0009 0.39

PAP 0403 P10 0.157 4 0.217 5.5 0.118 3 0.0005 0.24

PAP 0404 P10 0.157 4 0.217 5.5 0.157 4 0.0007 0.33

PAP 0406 P10 0.157 4 0.217 5.5 0.236 6 0.0013 0.60

PAP 0410 P10 0.157 4 0.217 5.5 0.394 10 0.0019 0.84

PAP 0505 P10 0.197 5 0.276 7 0.197 5 0.0016 0.71

PAP 0508 P10 0.197 5 0.276 7 0.315 8 0.0025 1.14

PAP 0510 P10 0.197 5 0.276 7 0.394 10 0.0031 1.43

PAP 0606 P10 0.236 6 0.315 8 0.236 6 0.0020 0.90

PAP 0608 P10 0.236 6 0.315 8 0.315 8 0.0031 1.40

PAP 0610 P10 0.236 6 0.315 8 0.394 10 0.0037 1.67

PAP 0710 P10 0.276 7 0.354 9 0.394 10 0.0040 1.80

PAP 0808 P10 0.315 8 0.394 10 0.315 8 0.0038 1.72

PAP 0810 P10 0.315 8 0.394 10 0.394 10 0.0046 2.10

PAP 0812 P10 0.315 8 0.394 10 0.472 12 0.0055 2.50

PAP 1008 P10 0.394 10 0.472 12 0.315 8 0.0044 2.00

PAP 1010 P10 0.394 10 0.472 12 0.394 10 0.0055 2.50

PAP 1012 P10 0.394 10 0.472 12 0.472 12 0.0064 2.90

PAP 1015 P10 0.394 10 0.472 12 0.591 15 0.0084 3.80

PAP 1020 P10 0.394 10 0.472 12 0.787 20 0.0116 5.28

PAP 1208 P10 0.472 12 0.551 14 0.315 8 0.0044 2.00

PAP 1210 P10 0.472 12 0.551 14 0.394 10 0.0066 3.00

PAP 1212 P10 0.472 12 0.551 14 0.472 12 0.0082 3.74

PAP 1215 P10 0.472 12 0.551 14 0.591 15 0.0103 4.68

PAP 1220 P10 0.472 12 0.551 14 0.787 20 0.0134 6.10

PAP 1225 P10 0.472 12 0.551 14 0.984 25 0.0167 7.60

PAP 1310 P10 0.512 13 0.591 15 0.394 10 0.0070 3.20

PAP 1410 P10 0.551 14 0.630 16 0.394 10 0.0077 3.50

PAP 1412 P10 0.551 14 0.630 16 0.472 12 0.0095 4.32

PAP 1415 P10 0.551 14 0.630 16 0.591 15 0.0119 5.40

PAP 1420 P10 0.551 14 0.630 16 0.787 20 0.0156 7.10

PAP 1425 P10 0.551 14 0.630 16 0.984 25 0.0194 8.80

PAP 1510 P10 0.591 15 0.669 17 0.394 10 0.0081 3.70

PAP 1512 P10 0.591 15 0.669 17 0.472 12 0.0099 4.50

PAP 1515 P10 0.591 15 0.669 17 0.591 15 0.0125 5.70

PAP 1520 P10 0.591 15 0.669 17 0.787 20 0.0167 7.60

PAP 1525 P10 0.591 15 0.669 17 0.984 25 0.0207 9.40

PAP 1610 P10 0.630 16 0.709 18 0.394 10 0.0088 4.00

PAP 1612 P10 0.630 16 0.709 18 0.472 12 0.0106 4.80

PAP 1615 P10 0.630 16 0.709 18 0.591 15 0.0134 6.10

PAP 1620 P10 0.630 16 0.709 18 0.787 20 0.0178 8.10



Permaglide Plain Bearings
PAP...P10 SERIES
� Metric dimensions
� Maintenance free
� Steel backing
� Recommended Mounting Tolerances:

Shaft – ID<5:h6,   5�ID<80:f7,   80�ID:h8
Housing bore – OD�5.5:H6,   5.5<OD:H7

PART NUMBER WEIGHT

g

WEIGHT

lbs

LENGTH
b

mm

LENGTH
b

inch

OD
d2

mm

OD
d2

inch

SHAFT
d1

mm

SHAFT
d1

inch

PAP 1625 P10 0.630 16 0.709 18 0.984 25 0.0222 10.10

PAP 1815 P10 0.709 18 0.787 20 0.591 15 0.0147 6.70

PAP 1820 P10 0.709 18 0.787 20 0.787 20 0.0196 8.90

PAP 1825 P10 0.709 18 0.787 20 0.984 25 0.0244 11.10

PAP 2010 P10 0.787 20 0.906 23 0.394 10 0.0169 7.70

PAP 2015 P10 0.787 20 0.906 23 0.591 15 0.0256 11.64

PAP 2020 P10 0.787 20 0.906 23 0.787 20 0.0332 15.10

PAP 2025 P10 0.787 20 0.906 23 0.984 25 0.0420 19.10

PAP 2030 P10 0.787 20 0.906 23 1.181 30 0.0506 23.00

PAP 2215 P10 0.866 22 0.984 25 0.591 15 0.0280 12.72

PAP 2220 P10 0.866 22 0.984 25 0.787 20 0.0365 16.60

PAP 2225 P10 0.866 22 0.984 25 0.984 25 0.0464 21.10

PAP 2230 P10 0.866 22 0.984 25 1.181 30 0.0554 25.20

PAP 2415 P10 0.945 24 1.063 27 0.591 15 0.0297 13.50

PAP 2420 P10 0.945 24 1.063 27 0.787 20 0.0394 17.90

PAP 2425 P10 0.945 24 1.063 27 0.984 25 0.0502 22.80

PAP 2430 P10 0.945 24 1.063 27 1.181 30 0.0596 27.10

PAP 2515 P10 0.984 25 1.102 28 0.591 15 0.0312 14.20

PAP 2520 P10 0.984 25 1.102 28 0.787 20 0.0418 19.00

PAP 2525 P10 0.984 25 1.102 28 0.984 25 0.0526 23.92

PAP 2530 P10 0.984 25 1.102 28 1.181 30 0.0625 28.40

PAP 2540 P10 0.984 25 1.102 28 1.575 40 0.0836 38.00

PAP 2550 P10 0.984 25 1.102 28 1.969 50 0.1049 47.70

PAP 2820 P10 1.102 28 1.260 32 0.787 20 0.0634 28.80

PAP 2830 P10 1.102 28 1.260 32 1.181 30 0.0968 44.00

PAP 3015 P10 1.181 30 1.339 34 0.591 15 0.0504 22.90

PAP 3020 P10 1.181 30 1.339 34 0.787 20 0.0680 30.90

PAP 3025 P10 1.181 30 1.339 34 0.984 25 0.0847 38.52

PAP 3030 P10 1.181 30 1.339 34 1.181 30 0.1014 46.10

PAP 3040 P10 1.181 30 1.339 34 1.575 40 0.1386 63.00

PAP 3230 P10 1.260 32 1.417 36 1.181 30 0.1076 48.90

PAP 3240 P10 1.260 32 1.417 36 1.575 40 0.1437 65.30

PAP 3520 P10 1.378 35 1.535 39 0.787 20 0.0779 35.40

PAP 3530 P10 1.378 35 1.535 39 1.181 30 0.1159 52.70

PAP 3540 P10 1.378 35 1.535 39 1.575 40 0.1558 70.80

PAP 3550 P10 1.378 35 1.535 39 1.969 50 0.1954 88.80

PAP 4020 P10 1.575 40 1.732 44 0.787 20 0.0880 40.00

PAP 4030 P10 1.575 40 1.732 44 1.181 30 0.1324 60.20

PAP 4040 P10 1.575 40 1.732 44 1.575 40 0.1782 81.00

PAP 4050 P10 1.575 40 1.732 44 1.969 50 0.2222 101.00

PAP 4530 P10 1.772 45 1.969 50 1.181 30 0.1896 86.20

PAP 4540 P10 1.772 45 1.969 50 1.575 40 0.2486 113.00

PAP 4550 P10 1.772 45 1.969 50 1.969 50 0.3157 143.50

PAP 5020 P10 1.969 50 2.165 55 0.787 20 0.1391 63.21

PAP 5030 P10 1.969 50 2.165 55 1.181 30 0.2090 95.00

PAP 5040 P10 1.969 50 2.165 55 1.575 40 0.2783 126.50



Permaglide Plain Bearings
PAP...P10 SERIES
� Metric dimensions
� Maintenance free
� Steel backing
� Recommended Mounting Tolerances:

Shaft – ID<5:h6,   5�ID<80:f7,   80�ID:h8
Housing bore – OD�5.5:H6,   5.5<OD:H7

PART NUMBER WEIGHT

g

WEIGHT

lbs

LENGTH
b

mm

LENGTH
b

inch

OD
d2

mm

OD
d2

inch

SHAFT
d1

mm

SHAFT
d1

inch

PAP 5060 P10 1.969 50 2.165 55 2.362 60 0.4136 188.00

PAP 5540 P10 2.165 55 2.362 60 1.575 40 0.3029 137.70

PAP 5560 P10 2.165 55 2.362 60 2.362 60 0.4554 207.00

PAP 6030 P10 2.362 60 2.559 65 1.181 30 0.2486 113.00

PAP 6040 P10 2.362 60 2.559 65 1.575 40 0.3293 149.70

PAP 6060 P10 2.362 60 2.559 65 2.362 60 0.4963 225.60

PAP 6070 P10 2.362 60 2.559 65 2.756 70 0.5819 264.50

PAP 6550 P10 2.559 65 2.756 70 1.969 50 0.4495 204.30

PAP 6560 P10 2.559 65 2.756 70 2.362 60 0.5368 244.00

PAP 6570 P10 2.559 65 2.756 70 2.756 70 0.6248 284.00

PAP 7040 P10 2.756 70 2.953 75 1.575 40 0.3828 174.00

PAP 7050 P10 2.756 70 2.953 75 1.969 50 0.4785 217.50

PAP 7070 P10 2.756 70 2.953 75 2.756 70 0.6710 305.00

PAP 7540 P10 2.953 75 3.150 80 1.575 40 0.4114 187.00

PAP 7550 P10 2.953 75 3.150 80 1.969 50 0.5133 233.30

PAP 7560 P10 2.953 75 3.150 80 2.362 60 0.6159 279.96

PAP 7580 P10 2.953 75 3.150 80 3.150 80 0.8230 374.10

PAP 8040 P10 3.150 80 3.346 85 1.575 40 0.4334 197.00

PAP 8060 P10 3.150 80 3.346 85 2.362 60 0.6534 297.00

PAP 8080 P10 3.150 80 3.346 85 3.150 80 0.8681 394.60

PAP 80100 P10 3.150 80 3.346 85 3.937 100 1.0824 492.00

PAP 8560 P10 3.346 85 3.543 90 2.362 60 0.6886 313.00

PAP 85100 P10 3.346 85 3.543 90 3.937 100 1.1550 525.00

PAP 9050 P10 3.543 90 3.740 95 1.969 50 0.6094 277.00

PAP 9060 P10 3.543 90 3.740 95 2.362 60 0.7326 333.00

PAP 90100 P10 3.543 90 3.740 95 3.937 100 1.2122 551.00

PAP 9560 P10 3.740 95 3.937 100 2.362 60 0.7722 351.00

PAP 95100 P10 3.740 95 3.937 100 3.937 100 1.2826 583.00

PAP 10060 P10 3.937 100 4.134 105 2.362 60 0.8536 388.00

PAP 100115 P10 3.937 100 4.134 105 4.528 115 1.6324 742.00

PAP 10560 P10 4.134 105 4.331 110 2.362 60 0.8140 370.00

PAP 105115 P10 4.134 105 4.331 110 4.528 115 1.5664 712.00

PAP 11060 P10 4.331 110 4.528 115 2.362 60 0.9020 410.00

PAP 110115 P10 4.331 110 4.528 115 4.528 115 1.7050 775.00

PAP 11550 P10 4.528 115 4.724 120 1.969 50 0.7700 350.00

PAP 11560 P10 4.528 115 4.724 120 2.362 60 0.8800 400.00

PAP 11570 P10 4.528 115 4.724 120 2.756 70 0.9900 450.00

PAP 12060 P10 4.724 120 4.921 125 2.362 60 0.9570 435.00

PAP 120100 P10 4.724 120 4.921 125 3.937 100 1.6060 730.00

PAP 125100 P10 4.921 125 5.118 130 3.937 100 1.6720 760.00

PAP 13060 P10 5.118 130 5.315 135 2.362 60 1.0340 470.00

PAP 130100 P10 5.118 130 5.315 135 3.937 100 1.7490 795.00

PAP 13560 P10 5.315 135 5.512 140 2.362 60 1.0780 490.00

PAP 13580 P10 5.315 135 5.512 140 3.150 80 1.4344 652.00

PAP 14060 P10 5.512 140 5.709 145 2.362 60 1.1330 515.00

PAP 140100 P10 5.512 140 5.709 145 3.937 100 1.8810 855.00



Permaglide Plain Bearings
PAP...P10 SERIES
� Metric dimensions
� Maintenance free
� Steel backing
� Recommended Mounting Tolerances:

Shaft – ID<5:h6,   5�ID<80:f7,   80�ID:h8
Housing bore – OD�5.5:H6,   5.5<OD:H7

PART NUMBER WEIGHT

g

WEIGHT

lbs

LENGTH
b

mm

LENGTH
b

inch

OD
d2

mm

OD
d2

inch

SHAFT
d1

mm

SHAFT
d1

inch

PAP 15060 P10 5.906 150 6.102 155 2.362 60 1.2100 550.00

PAP 15080 P10 5.906 150 6.102 155 3.150 80 1.6060 730.00

PAP 150100 P10 5.906 150 6.102 155 3.937 100 2.0130 915.00

PAP 16080 P10 6.299 160 6.496 165 3.150 80 1.7072 776.00

PAP 160100 P10 6.299 160 6.496 165 3.937 100 2.1340 970.00

PAP 180100 P10 7.087 180 7.283 185 3.937 100 2.4200 1,100.00

PAP 200100 P10 7.874 200 8.071 205 3.937 100 2.6840 1,220.00

PAP 220100 P10 8.661 220 8.858 225 3.937 100 2.9040 1,320.00

PAP 250100 P10 9.843 250 10.039 255 3.937 100 3.2890 1,495.00

PAP 300100 P10 11.811 300 12.008 305 3.937 100 3.8720 1,760.00



Permaglide Plain Bearings
PAP...P11 SERIES
� Metric dimensions
� Maintenance free
� Bronze backing
� Recommended Mounting Tolerances:

Shaft – ID<80:f7,   80�ID:h8
Housing bore – H7

PART NUMBER SHAFT
d1

inch

SHAFT
d1

mm

OD
d2

inch

OD
d2

mm

LENGTH
b

inch

LENGTH
b

mm

WEIGHT

lbs

WEIGHT

g

PAP 0406 P11 0.157 4 0.236 6 0.236 6 0.0018 0.8

PAP 0505 P11 0.197 5 0.276 7 0.197 5 0.0018 0.8

PAP 0606 P11 0.236 6 0.315 8 0.236 6 0.0024 1.1

PAP 0610 P11 0.236 6 0.315 8 0.394 10 0.0042 1.9

PAP 0808 P11 0.315 8 0.394 10 0.315 8 0.0040 1.8

PAP 0810 P11 0.315 8 0.394 10 0.394 10 0.0048 2.2

PAP 0812 P11 0.315 8 0.394 10 0.472 12 0.0059 2.7

PAP 1005 P11 0.394 10 0.472 12 0.197 5 0.0031 1.4

PAP 1010 P11 0.394 10 0.472 12 0.394 10 0.0059 2.7

PAP 1015 P11 0.394 10 0.472 12 0.591 15 0.0092 4.2

PAP 1020 P11 0.394 10 0.472 12 0.787 20 0.0123 5.6

PAP 1210 P11 0.472 12 0.551 14 0.394 10 0.0073 3.3

PAP 1212 P11 0.472 12 0.551 14 0.472 12 0.0090 4.1

PAP 1215 P11 0.472 12 0.551 14 0.591 15 0.0114 5.2

PAP 1220 P11 0.472 12 0.551 14 0.787 20 0.0152 6.9

PAP 1225 P11 0.472 12 0.551 14 0.984 25 0.0191 8.7

PAP 1415 P11 0.551 14 0.630 16 0.591 15 0.0132 6.0

PAP 1515 P11 0.591 15 0.669 17 0.591 15 0.0150 6.8

PAP 1525 P11 0.591 15 0.669 17 0.984 25 0.0227 10.3

PAP 1615 P11 0.630 16 0.709 18 0.591 15 0.0147 6.7

PAP 1625 P11 0.630 16 0.709 18 0.984 25 0.0242 11.0

PAP 1825 P11 0.709 18 0.787 20 0.984 25 0.0268 12.2

PAP 2015 P11 0.787 20 0.906 23 0.591 15 0.0293 13.3

PAP 2020 P11 0.787 20 0.906 23 0.787 20 0.0374 17.0

PAP 2025 P11 0.787 20 0.906 23 0.984 25 0.0469 21.3

PAP 2030 P11 0.787 20 0.906 23 1.181 30 0.0561 25.5

PAP 2215 P11 0.866 22 0.984 25 0.591 15 0.0345 15.7

PAP 2220 P11 0.866 22 0.984 25 0.787 20 0.0460 20.9

PAP 2225 P11 0.866 22 0.984 25 0.984 25 0.0583 26.5

PAP 2430 P11 0.945 24 1.063 27 1.181 30 0.0750 34.1

PAP 2525 P11 0.984 25 1.102 28 0.984 25 0.0647 29.4

PAP 2530 P11 0.984 25 1.102 28 1.181 30 0.0777 35.3

PAP 2830 P11 1.102 28 1.260 32 1.181 30 0.1012 46.0

PAP 3020 P11 1.181 30 1.339 34 0.787 20 0.0810 36.8

PAP 3030 P11 1.181 30 1.339 34 1.181 30 0.1214 55.2

PAP 3040 P11 1.181 30 1.339 34 1.575 40 0.1628 74.0

PAP 3520 P11 1.378 35 1.535 39 0.787 20 0.0972 44.2

PAP 3530 P11 1.378 35 1.535 39 1.181 30 0.1459 66.3

PAP 4050 P11 1.575 40 1.732 44 1.969 50 0.2609 118.6

PAP 4550 P11 1.772 45 1.969 50 1.969 50 0.4090 185.9

PAP 5030 P11 1.969 50 2.165 55 1.181 30 0.2955 134.3

PAP 5040 P11 1.969 50 2.165 55 1.575 40 0.3938 179.0

PAP 5060 P11 1.969 50 2.165 55 2.362 60 0.5920 269.1

PAP 5540 P11 2.165 55 2.362 60 1.575 40 0.3412 155.1

PAP 6040 P11 2.362 60 2.559 65 1.575 40 0.3705 168.4

PAP 6050 P11 2.362 60 2.559 65 1.969 50 0.4631 210.5



Permaglide Plain Bearings
PAP...P11 SERIES
� Metric dimensions
� Maintenance free
� Bronze backing
� Recommended Mounting Tolerances:

Shaft – ID<80:f7,   80�ID:h8
Housing bore – H7

PART NUMBER WEIGHT

g

WEIGHT

lbs

LENGTH
b

mm

LENGTH
b

inch

OD
d2

mm

OD
d2

inch

SHAFT
d1

mm

SHAFT
d1

inch

PAP 6060 P11 2.362 60 2.559 65 2.362 60 0.5557 252.6

PAP 6070 P11 2.362 60 2.559 65 2.756 70 0.6483 294.7

PAP 7050 P11 2.756 70 2.953 75 1.969 50 0.5379 244.5

PAP 7070 P11 2.756 70 2.953 75 2.756 70 0.7531 342.3

PAP 8060 P11 3.150 80 3.346 85 2.362 60 0.7313 332.4

PAP 80100 P11 3.150 80 3.346 85 3.937 100 1.2188 554.0

PAP 9060 P11 3.543 90 3.740 95 2.362 60 0.7766 353.0

PAP 90100 P11 3.543 90 3.740 95 3.937 100 1.2936 588.0

PAP 9560 P11 3.740 95 3.937 100 2.362 60 0.9460 430.0

PAP 10060 P11 3.937 100 4.134 105 2.362 60 0.9064 412.0

PAP 100115 P11 3.937 100 4.134 105 4.528 115 1.7380 790.0



Permaglide
Flanged Plain Bearings
PAF...P10 SERIES
� Maintenance free
� Steel backing
� Recommended Mounting Tolerances:

Shaft – f7
Housing bore – H7

PART NUMBER SHAFT
d1

inch

SHAFT
d1

mm

OD
d2

inch

OD
d2

mm

FLANGE
WALL

b1

inch

FLANGE
WALL

b1

mm

LENGTH
b

inch

LENGTH
b

mm

FLANGE
DIA.
d3

inch

FLANGE
DIA.
d3

mm

WEIGHT

lbs

WEIGHT

g

PAF 06040 P10 0.236 6 0.315 8 0.039 1 0.157 4 0.472 12 0.0019 0.9

PAF 06070 P10 0.236 6 0.315 8 0.039 1 0.276 7 0.472 12 0.0035 1.6

PAF 06080 P10 0.236 6 0.315 8 0.039 1 0.315 8 0.472 12 0.0037 1.7

PAF 08055 P10 0.315 8 0.394 10 0.039 1 0.217 5.5 0.591 15 0.0037 1.7

PAF 08075 P10 0.315 8 0.394 10 0.039 1 0.295 7.5 0.591 15 0.0046 2.1

PAF 08095 P10 0.315 8 0.394 10 0.039 1 0.374 9.5 0.591 15 0.0056 2.5

PAF 10070 P10 0.394 10 0.472 12 0.039 1 0.276 7 0.709 18 0.0055 2.5

PAF 10090 P10 0.394 10 0.472 12 0.039 1 0.354 9 0.709 18 0.0064 2.9

PAF 10120 P10 0.394 10 0.472 12 0.039 1 0.472 12 0.709 18 0.0084 3.8

PAF 10170 P10 0.394 10 0.472 12 0.039 1 0.669 17 0.709 18 0.0118 5.4

PAF 12070 P10 0.472 12 0.551 14 0.039 1 0.276 7 0.787 20 0.0066 3.0

PAF 12090 P10 0.472 12 0.551 14 0.039 1 0.354 9 0.787 20 0.0082 3.7

PAF 12120 P10 0.472 12 0.551 14 0.039 1 0.472 12 0.787 20 0.0103 4.7

PAF 12170 P10 0.472 12 0.551 14 0.039 1 0.669 17 0.787 20 0.0134 6.1

PAF 14120 P10 0.551 14 0.630 16 0.039 1 0.472 12 0.866 22 0.0118 5.4

PAF 14170 P10 0.551 14 0.630 16 0.039 1 0.669 17 0.866 22 0.0156 7.1

PAF 15090 P10 0.591 15 0.669 17 0.039 1 0.354 9 0.906 23 0.0097 4.4

PAF 15120 P10 0.591 15 0.669 17 0.039 1 0.472 12 0.906 23 0.0126 5.7

PAF 15170 P10 0.591 15 0.669 17 0.039 1 0.669 17 0.906 23 0.0170 7.7

PAF 16120 P10 0.630 16 0.709 18 0.039 1 0.472 12 0.945 24 0.0132 6.0

PAF 16170 P10 0.630 16 0.709 18 0.039 1 0.669 17 0.945 24 0.0183 8.3

PAF 18120 P10 0.709 18 0.787 20 0.039 1 0.472 12 1.024 26 0.0147 6.7

PAF 18170 P10 0.709 18 0.787 20 0.039 1 0.669 17 1.024 26 0.0196 8.9

PAF 18220 P10 0.709 18 0.787 20 0.039 1 0.866 22 1.024 26 0.0244 11.1

PAF 20115 P10 0.787 20 0.906 23 0.059 1.5 0.453 11.5 1.181 30 0.0255 11.6

PAF 20165 P10 0.787 20 0.906 23 0.059 1.5 0.650 16.5 1.181 30 0.0332 15.1

PAF 20215 P10 0.787 20 0.906 23 0.059 1.5 0.846 21.5 1.181 30 0.0420 19.1

PAF 25115 P10 0.984 25 1.102 28 0.059 1.5 0.453 11.5 1.378 35 0.0312 14.2

PAF 25165 P10 0.984 25 1.102 28 0.059 1.5 0.650 16.5 1.378 35 0.0418 19.0

PAF 25215 P10 0.984 25 1.102 28 0.059 1.5 0.846 21.5 1.378 35 0.0526 23.9

PAF 30160 P10 1.181 30 1.339 34 0.079 2 0.630 16 1.654 42 0.0680 30.9

PAF 30260 P10 1.181 30 1.339 34 0.079 2 1.024 26 1.654 42 0.1014 46.1

PAF 35160 P10 1.378 35 1.535 39 0.079 2 0.630 16 1.850 47 0.0779 35.4

PAF 35260 P10 1.378 35 1.535 39 0.079 2 1.024 26 1.850 47 0.1159 52.7

PAF 40260 P10 1.575 40 1.732 44 0.079 2 1.024 26 2.087 53 0.1320 60.0



Permaglide
Flanged Plain Bearings
PAF...P11 SERIES
� Maintenance free
� Bronze backing
� Recommended Mounting Tolerances:

Shaft – f7
Housing bore – H7

PART NUMBER SHAFT
d1

inch

SHAFT
d1

mm

OD
d2

inch

OD
d2

mm

FLANGE
WALL

b1

inch

FLANGE
WALL

b1

mm

LENGTH
b

inch

LENGTH
b

mm

FLANGE
DIA.
d3

inch

FLANGE
DIA.
d3

mm

WEIGHT

lbs

WEIGHT

g

PAF 06080 P11 0.236 6 0.315 8 0.039 1 0.315 8 0.472 12 0.0037 1.7

PAF 08055 P11 0.315 8 0.394 10 0.039 1 0.217 5.5 0.591 15 0.0037 1.7

PAF 08095 P11 0.315 8 0.394 10 0.039 1 0.374 9.5 0.591 15 0.0056 2.5

PAF 10070 P11 0.394 10 0.472 12 0.039 1 0.276 7 0.709 18 0.0055 2.5

PAF 10120 P11 0.394 10 0.472 12 0.039 1 0.472 12 0.709 18 0.0084 3.8

PAF 10170 P11 0.394 10 0.472 12 0.039 1 0.669 17 0.709 18 0.0118 5.4

PAF 12070 P11 0.472 12 0.551 14 0.039 1 0.276 7 0.787 20 0.0066 3.0

PAF 12090 P11 0.472 12 0.551 14 0.039 1 0.354 9 0.787 20 0.0082 3.7

PAF 12120 P11 0.472 12 0.551 14 0.039 1 0.472 12 0.787 20 0.0103 4.7

PAF 15120 P11 0.591 15 0.669 17 0.039 1 0.472 12 0.906 23 0.0126 5.7

PAF 15170 P11 0.591 15 0.669 17 0.039 1 0.669 17 0.906 23 0.0170 7.7

PAF 16120 P11 0.630 16 0.709 18 0.039 1 0.472 12 0.945 24 0.0132 6.0

PAF 18100 P11 0.709 18 0.787 20 0.039 1 0.394 10 1.024 26 0.0110 5.0

PAF 18220 P11 0.709 18 0.787 20 0.039 1 0.866 22 1.024 26 0.0244 11.1

PAF 20115 P11 0.787 20 0.906 23 0.059 1.5 0.453 11.5 1.181 30 0.0256 11.6

PAF 20165 P11 0.787 20 0.906 23 0.059 1.5 0.650 16.5 1.181 30 0.0333 15.1

PAF 25215 P11 0.984 25 1.102 28 0.059 1.5 0.846 21.5 1.378 35 0.0526 23.9

PAF 30160 P11 1.181 30 1.339 34 0.079 2 0.630 16 1.654 42 0.0681 30.9

PAF 30260 P11 1.181 30 1.339 34 0.079 2 1.024 26 1.654 42 0.1015 46.1

PAF 35260 P11 1.378 35 1.535 39 0.079 2 1.024 26 1.850 47 0.1161 52.7

PAF 40260 P11 1.575 40 1.732 44 0.079 2 1.024 26 2.087 53 0.1300 59.0



Permaglide Thrust Washers
PAW...P10 SERIES
� Maintenance free
� Steel backing

PART NUMBER SHAFT
d4

inch

SHAFT
d4

mm

OD
d5

inch

OD
d5

mm

WALL
s3

inch

WALL
s3

mm

WEIGHT

lbs

WEIGHT

g

PAW 10 P10 0.394 10 0.787 20 0.059 1.5 0.0057 2.6

PAW 12 P10 0.472 12 0.945 24 0.059. 1.5 0.0084 3.8

PAW 14 P10 0.551 14 1.024 26 0.059 1.5 0.0088 4.0

PAW 16 P10 0.630 16 1.181 30 0.059 1.5 0.0121 5.5

PAW 18 P10 0.709 18 1.260 32 0.059 1.5 0.0132 6.0

PAW 20 P10 0.787 20 1.417 36 0.059 1.5 0.0176 8.0

PAW 22 P10 0.866 22 1.496 38 0.059 1.5 0.0187 8.5

PAW 26 P10 1.024 26 1.732 44 0.059 1.5 0.0244 11.1

PAW 28 P10 1.102 28 1.890 48 0.059 1.5 0.0293 13.3

PAW 32 P10 1.260 32 2.126 54 0.059 1.5 0.0359 16.3

PAW 38 P10 1.496 38 2.441 62 0.059 1.5 0.0462 21.0

PAW 42 P10 1.654 42 2.598 66 0.059 1.5 0.0484 22.0

PAW 48 P10 1.890 48 2.913 74 0.079 2 0.0810 36.8

PAW 52 P10 2.047 52 3.071 78 0.079 2 0.0854 38.8

PAW 62 P10 2.441 62 3.543 90 0.079 2 0.1074 48.8



Permaglide Strips
PAS...P10 SERIES
� Maintenance free
� Steel backing

PART NUMBER WALL
s3

inch

WALL
s3

mm

WIDTH
B

inch

WIDTH
B

mm

USABLE
WIDTH

B1

inch

USABLE
WIDTH

B1

mm

LENGTH
L

inch

LENGTH
L

mm

WEIGHT

lbs

WEIGHT

g

PAS 05180 P10 0.020 0.5 7.087 180 6.614 168 19.685 500 0.726 330

PAS 07180 P10 0.030 0.75 7.087 180 6.614 168 19.685 500 1.093 497

PAS 10250 P10 0.039 1 9.843 250 9.370 238 19.685 500 2.066 939

PAS 15250 P10 0.059 1.5 9.843 250 9.370 238 19.685 500 3.126 1421

PAS 20250 P10 0.079 2 9.843 250 9.370 238 19.685 500 4.211 1914

PAS 25250 P10 0.098 2.5 9.843 250 9.370 238 19.685 500 5.262 2392

PAS 30250 P10 0.120 3.06 9.843 250 9.370 238 19.685 500 6.468 2940



Permaglide Strips
PAS...P11 SERIES
� Maintenance free
� Bronze backing

PART NUMBER WALL
s3

inch

WALL
s3

mm

WIDTH
B

inch

WIDTH
B

mm

USABLE
WIDTH

B1

inch

USABLE
WIDTH

B1

mm

LENGTH
L

inch

LENGTH
L

mm

WEIGHT

lbs

WEIGHT

g

PAS 10160 P11 0.039 1 6.299 160 5.827 148 19.685 500 1.459 663

PAS 15180 P11 0.059 1.5 7.087 180 6.614 168 19.685 500 2.488 1131

PAS 20180 P11 0.079 2 7.087 180 6.614 168 19.685 500 3.351 1523

PAS 25180 P11 0.098 2.5 7.087 180 6.614 168 19.685 500 4.213 1915



Permaglide Plain Bearings
PAP...P20 SERIES
� Low maintenance
� Steel backing
� Recommended Mounting Tolerances:

Shaft – h8
Housing bore – H7

PART NUMBER SHAFT
d1

inch

SHAFT
d1

mm

OD
d2

inch

OD
d2

mm

LENGTH
b

inch

LENGTH
b

mm

WEIGHT

lbs

WEIGHT

g

PAP 0808 P20 0.315 8 0.394 10 0.315 8 0.0035 1.60

PAP 0810 P20 0.315 8 0.394 10 0.394 10 0.0044 2.00

PAP 0812 P20 0.315 8 0.394 10 0.472 12 0.0053 2.40

PAP 1008 P20 0.394 10 0.472 12 0.315 8 0.0040 1.80

PAP 1010 P20 0.394 10 0.472 12 0.394 10 0.0051 2.30

PAP 1015 P20 0.394 10 0.472 12 0.591 15 0.0077 3.50

PAP 1210 P20 0.472 12 0.551 14 0.394 10 0.0066 3.00

PAP 1212 P20 0.472 12 0.551 14 0.472 12 0.0077 3.50

PAP 1215 P20 0.472 12 0.551 14 0.591 15 0.0097 4.40

PAP 1220 P20 0.472 12 0.551 14 0.787 20 0.0132 6.00

PAP 1420 P20 0.551 14 0.630 16 0.787 20 0.0147 6.70

PAP 1510 P20 0.591 15 0.669 17 0.394 10 0.0077 3.50

PAP 1515 P20 0.591 15 0.669 17 0.591 15 0.0117 5.30

PAP 1525 P20 0.591 15 0.669 17 0.984 25 0.0194 8.80

PAP 1612 P20 0.630 16 0.709 18 0.472 12 0.0099 4.50

PAP 1615 P20 0.630 16 0.709 18 0.591 15 0.0123 5.60

PAP 1620 P20 0.630 16 0.709 18 0.787 20 0.0165 7.50

PAP 1815 P20 0.709 18 0.787 20 0.591 15 0.0139 6.30

PAP 1820 P20 0.709 18 0.787 20 0.787 20 0.0187 8.50

PAP 2015 P20 0.787 20 0.906 23 0.591 15 0.0231 10.50

PAP 2020 P20 0.787 20 0.906 23 0.787 20 0.0308 14.00

PAP 2025 P20 0.787 20 0.906 23 0.984 25 0.0385 17.50

PAP 2030 P20 0.787 20 0.906 23 1.181 30 0.0506 23.00

PAP 2220 P20 0.866 22 0.984 25 0.787 20 0.0339 15.40

PAP 2420 P20 0.945 24 1.063 27 0.787 20 0.0396 18.00

PAP 2515 P20 0.984 25 1.102 28 0.591 15 0.0312 14.20

PAP 2520 P20 0.984 25 1.102 28 0.787 20 0.0418 19.00

PAP 2525 P20 0.984 25 1.102 28 0.984 25 0.0484 22.00

PAP 2530 P20 0.984 25 1.102 28 1.181 30 0.0581 26.40

PAP 2830 P20 1.102 28 1.260 32 1.181 30 0.0880 40.00

PAP 3020 P20 1.181 30 1.339 34 0.787 20 0.0629 28.60

PAP 3025 P20 1.181 30 1.339 34 0.984 25 0.0788 35.80

PAP 3030 P20 1.181 30 1.339 34 1.181 30 0.0944 42.90

PAP 3040 P20 1.181 30 1.339 34 1.575 40 0.1258 57.20

PAP 3230 P20 1.260 32 1.417 36 1.181 30 0.1056 48.00

PAP 3520 P20 1.378 35 1.535 39 0.787 20 0.0717 32.60

PAP 3530 P20 1.378 35 1.535 39 1.181 30 0.1078 49.00

PAP 3550 P20 1.378 35 1.535 39 1.969 50 0.1936 88.00

PAP 4020 P20 1.575 40 1.732 44 0.787 20 0.0821 37.30

PAP 4030 P20 1.575 40 1.732 44 1.181 30 0.1232 56.00

PAP 4040 P20 1.575 40 1.732 44 1.575 40 0.1643 74.70

PAP 4050 P20 1.575 40 1.732 44 1.969 50 0.2053 93.30

PAP 4550 P20 1.772 45 1.969 50 1.969 50 0.2922 132.80

PAP 5025 P20 1.969 50 2.165 55 0.984 25 0.1716 78.00

PAP 5040 P20 1.969 50 2.165 55 1.575 40 0.2587 117.60

PAP 5060 P20 1.969 50 2.165 55 2.362 60 0.3881 176.40



Permaglide Plain Bearings
PAP...P20 SERIES
� Low maintenance
� Steel backing
� Recommended Mounting Tolerances:

Shaft – h8
Housing bore – H7

PART NUMBER WEIGHT

g

WEIGHT

lbs

LENGTH
b

mm

LENGTH
b

inch

OD
d2

mm

OD
d2

inch

SHAFT
d1

mm

SHAFT
d1

inch

PAP 5540 P20 2.165 55 2.362 60 1.575 40 0.3014 137.00

PAP 6030 P20 2.362 60 2.559 65 1.181 30 0.2297 104.40

PAP 6040 P20 2.362 60 2.559 65 1.575 40 0.3062 139.20

PAP 6060 P20 2.362 60 2.559 65 2.362 60 0.4594 208.80

PAP 7050 P20 2.756 70 2.953 75 1.969 50 0.4440 201.80

PAP 7070 P20 2.756 70 2.953 75 2.756 70 0.6666 303.00

PAP 7540 P20 2.953 75 3.150 80 1.575 40 0.4048 184.00

PAP 7580 P20 2.953 75 3.150 80 3.150 80 0.8140 370.00

PAP 8040 P20 3.150 80 3.346 85 1.575 40 0.4041 183.70

PAP 8060 P20 3.150 80 3.346 85 2.362 60 0.6072 276.00

PAP 8080 P20 3.150 80 3.346 85 3.150 80 0.8083 367.40

PAP 9060 P20 3.543 90 3.740 95 2.362 60 0.6809 309.50

PAP 10050 P20 3.937 100 4.134 105 1.969 50 0.6279 285.40

PAP 10060 P20 3.937 100 4.134 105 2.362 60 0.7535 342.50



Permaglide Thrust Washers
PAW...P20 SERIES
� Low maintenance
� Steel backing

PART NUMBER SHAFT
d4

inch

SHAFT
d4

mm

OD
d5

inch

OD
d5

mm

WALL
s3

inch

WALL
s3

mm

WEIGHT

lbs

WEIGHT

g

PAW 12 P20 0.472 12 0.945 24 0.020 1.5 0.0077 3.5

PAW 14 P20 0.551 14 1.024 26 0.059 1.5 0.0081 3.7

PAW 18 P20 0.709 18 1.260 32 0.059 1.5 0.0123 5.6

PAW 20 P20 0.787 20 1.417 36 0.059 1.5 0.0163 7.4

PAW 22 P20 0.866 22 1.496 38 0.059 1.5 0.0174 7.9

PAW 26 P20 1.023 26 1.732 44 0.059 1.5 0.0227 10.3

PAW 28 P20 1.1024 28 1.890 48 0.059 1.5 0.0273 12.4

PAW 32 P20 1.260 32 2.126 54 0.059 1.5 0.0334 15.2

PAW 38 P20 1.496 38 2.441 62 0.059 1.5 0.0429 19.5

PAW 42 P20 1.654 42 2.598 66 0.059 1.5 0.0458 20.8

PAW 48 P20 1.890 48 2.913 74 0.079 2.0 0.0768 34.9

PAW 52 P20 2.047 52 3.071 78 0.079 2.0 0.0794 36.1



Permaglide Strips
PAS...P20 SERIES
� Low maintenance
� Steel backing

PART NUMBER WALL
s3

inch

WALL
s3

mm

WIDTH
B

inch

WIDTH
B

mm

USABLE
WIDTH

B1

inch

USABLE
WIDTH

B1

mm

LENGTH
L

inch

LENGTH
L

mm

WEIGHT

lbs

WEIGHT

g

PAS 10180 P20 0.039 0.99 7.087 180 6.614 168 19.685 500 1.408 640

PAS 15180 P20 0.058 1.48 7.087 180 6.614 168 19.685 500 2.092 951

PAS 20180 P20 0.078 1.97 7.087 180 6.614 168 19.685 500 2.818 1281

PAS 25180 P20 0.097 2.46 7.087 180 6.614 168 19.685 500 3.524 1602



Permaglide Strips
PAS...P21 SERIES
� Low maintenance
� Steel backing
� Machining allowance with lubrication pockets

PART NUMBER WALL
s3

inch

WALL
s3

mm

WIDTH
B

inch

WIDTH
B

mm

USABLE
WIDTH

B1

inch

USABLE
WIDTH

B1

mm

LENGTH
L

inch

LENGTH
L

mm

WEIGHT

lbs

WEIGHT

g

PAS 10180 P21 0.044 1.11 7.087 180 6.614 168 19.685 500 1.564 711

PAS 15180 P21 0.063 1.61 7.087 180 6.614 168 19.685 500 2.178 990

PAS 20180 P21 0.083 2.11 7.087 180 6.614 168 19.685 500 2.904 1320

PAS 25180 P21 0.104 2.63 7.087 180 6.614 168 19.685 500 3.610 1641



Permaglide Strips
PAS...P22 SERIES
� Low maintenance
� Steel backing
� Machining allowance without lubrication pockets

PART NUMBER WALL
s3

inch

WALL
s3

mm

WIDTH
B

inch

WIDTH
B

mm

USABLE
WIDTH

B1

inch

USABLE
WIDTH

B1

mm

LENGTH
L

inch

LENGTH
L

mm

WEIGHT

lbs

WEIGHT

g

PAS 10180 P22 0.044 1.11 7.087 180 6.614 168 19.685 500 1.564 711

PAS 15180 P22 0.063 1.61 7.087 180 6.614 168 19.685 500 2.178 990

PAS 20180 P22 0.083 2.11 7.087 180 6.614 168 19.685 500 2.904 1320

PAS 25180 P22 0.104 2.63 7.087 180 6.614 168 19.685 500 3.610 1641


